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	Pre-Import Inspection, Testing & Certification Program of Goods into the Republic of Iraq / Kurdistan Region (ICIGI)

	
	REQUIREMENT TEMPLATE


Product description 
	Safety of Furniture
KS-CHEM No (001)/ ASMO draft standard BD163-2012


   Essential requirements/Missing Parameters (Testing)
     
	RAW MATERIALS

	Material 
	Essential  requirements
	Acceptance limits

	Fabricated Woods.


Note: the Formaldehyde tests must be done in case if it is added to the boards.  
	Arsenic and mercury compounds
	

	
	CCA (Chromate copper arsenic)
	

	
	External test, E1
	Emitted Formaldehyde, max
	

	
	
	Inherent Formaldehyde, max (Dried board in dry oven)
	

	
	Factory production audit, E1
	Emitted Formaldehyde, max
	

	
	
	Inherent Formaldehyde, max (Dried panel in dry oven)
	

	
	External test, E2
	Emitted Formaldehyde, max
	

	
	
	Inherent Formaldehyde, (Dried panel in dry oven)
	

	
	Factory production audit, E2
	Emitted Formaldehyde
	

	
	
	Inherent Formaldehyde, max (Dried panel in dry oven)
	

	
	External test, Particle boards E2
	Emitted Formaldehyde
	

	
	
	Inherent Formaldehyde, (Dried panel in dry oven)
	

	
	Factory production audit, Particle boards E2
	Emitted Formaldehyde
	

	
	
	Inherent Formaldehyde, max (Dried panel in dry oven)
	

	Natural Woods
	Arsenic and mercury compounds
	

	
	CCA (Chromate copper arsenic)
	

	
	PCP(Pentathlon chloride phenol), max
	

	Upholstery fabrics
	

	Natural and artificial leathers
	

	Natural and artificial sponge
	

	Accessories and Hardware
	Must NOT be any breaks in the accessories or hinges in the furniture or any other related unit

	
	The hinge must be in good situation to perform its job without any defects 

	
	The accessories must perform its jobs after removing the loads

	
	Must NOT appear any defect in any part

	
	Free of any sharp edge, any prominent rivets and harmful holes  




	Finished Product

	Material 
	Essential  requirements
	Acceptance limits

	Raw material
	All wooden parts must be free from any rotting or harmful insects

	Outer appearance
	· Any appeared edges and prominent parts must be circular and free from sharp edges.
· Free from any pipes with open ends.
· Free from any nails or iron parts with harmful or sharp edges which make any harmful to users.
· All connecting holes must be drilled by manufacturer or by attached instructions with finished furniture or semi-finished.

	Flammability
	
	

	Paints
	Toxic free cyanide
	Must be free



 Packaging and labeling requirements

	PACKAGE
	LABELS 

	On each piece


	Producer name or the importer

	
	Trademark

	
	Production date or batch number

	
	Country of origin

	
	Raw materials used

	
	Contents and number of pieces.



 Photos

	Labels (to check labeling requirements, specially when in Arabic language)

	Batch, production and expiry date (provided such information is not detailed in the inspection report)

	



* Reminder on TEST REPORTS

Test Reports from approved laboratories are accepted for the conformity assessment as following:

· Laboratories accredited for products of the related group of products by a full member of ILAC;
· Product certification bodies accredited for products of the related group of products by a full member of ILAC;
· Laboratories of the appointed companies (SGS or BV);
· Laboratory and certification bodies accepted in UN ECE certification scheme (vehicles and tyres)
· Manufacturer laboratories, as long as all the following are fulfilled: 
· Laboratory issued detailed and full Test reports according to the accepted IQS standard, 
· Manufacturer has his QMS certified (ISO 9001…), 
· List of test equipment (name of the apparatus, name of related test, manufacturer name, model number…) demonstrating the availability of the necessary equipment to perform the required tests.
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